If It Is a GENERAL It’s the Best 


Odin Stationary Vise 



Similar to the No. 35D Odin Universal Vise except base is 
stationary. Jaws are interchangeable with No. 35D enabling 
the user to have the same wide variety of clamping devices. 
A star performer on any work bench. Also save large sums 
for machine shops and industrial plants by eliminating the 
necessity for special clamping devices and fixtures. Width 
of standard jaws 4", Extreme opening 6 V 2 ". 

No. 70-E—Odin Stationary Vise .,..$19.95 

No. 702—V Jaws for holding round object to 6" Dia,.... 5.95 

No. 703—Pipe Jaws. One male and one female jaw. 5.25 

No. 704—Swivel Jaw. For holding tapered objects. 4.25 

For Illustration of These Jaws See Page No. 182 
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If It Is a GENERAL It’s the Best 


Odin Universal Vise 



Solves all clamping problems. Ideal for Garage, Machine 
Shop or Tool Room. All parts are drop forged of alloy steel, 
giving a vise of unheard of strength and stamina. Various 
jaws make it possible to hold work of any shape or size. 
Note the “universal” action—Entire unit will swing in a 
horizontal plane and jaws can be turned completely around 
in vertical plane. Universal yoke can be removed and jaws 
set up in base to make small arbor press or for clamping. 
All parts are quickly changed to any desired combination 
yet will not drop out or shift under excessive pressures. 
Light and compact but will handle any work an ordinary 6" 
Vise will stand. 



Cut at right 
shows jaws for 
holding large 
round objects. 
Jaws No. 702. 


Cut at left shows vise 
set up with Pipe Jaws in 
vertical position. Jaws No. 
703. 


ALSO SEE NO. 704 SWIVEL JAW LISTED RELOW. 
FOR HOLDING TAPERED OBJECTS. 

No. 35C—Odin Vise complete with all jaws.. 43.30 

No. 35D—Odin Universal Vise with standard jaws. 

Jaw width 4 "—Extreme opening 6V2"....$27,95 

No, 702—V Jaws for holding round objects to 6" dia. 5.95 

No. 703—Pipe Jaws. One male and one female jaw.... 5.25 
No. 754—Swivel Jaw. For holding tapered objects. . 4.25 
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